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    PARK STANDARD DETAILS

STORMWATER STORAGE

INFILTRATION TRENCH

     1 OF 1    PSD SW-2       05/02/2011    RERMAM/TB      1" = 1'-0"    PSD SW-2.DWG
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24" TYP.

12" OVERLAP OF FILTER FABRIC,

PIN IN PLACE, SEE NOTE #3.

6" DIAMETER, PERFORATED PIPE

SLOPE TO BE 0.5% MINIMUM REFER TO

GRADING PLAN FOR TRENCH DEPTHS

COMPACTED CLASS 2 PERMEABLE

DRAIN ROCK IN TRENCH
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INVERT OF PERFORATED PVC

OVERFLOW PIPE TO STORM DRAIN

SYSTEM, SEE PLAN.

INVERT OF TRENCH

SECTION THICKNESS:

IN LANDSCAPE AREAS, 12" MINIMUM COVER WITH TOPSOIL.

IN HARDSCAPE AREAS REFER TO CONCRETE OR ASPHALT PARK STANDARD DETAILS.

IN PARKING LOTS AND STREETS, REFER TO CITY STANDARD DETAIL SD-28

NOTE:

1. REFER TO CURRENT ALAMEDA COUNTYWIDE STORMWATER

NPDES PERMIT C.3.

2. OBSERVATION TUBE SHALL BE OFFSET 3" MINIMUM FROM

TRENCH EDGE AND 3" MINIMUM ABOVE TRENCH INVERT. CAP

AT FINISH GRADE WITH A THREADED CAP.

3. FILTER FABRIC OVERLAP CAN BE ELIMINATED IN SITUATIONS

WHERE THE FINISHED SECTION INCORPORATES CLASS 2

PERMEABLE DRAIN ROCK AND IT INTEGRATES WITH TRENCH.
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